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Communicating to a S7-300

Step one:

If you are using a USB cable must determine whatt yau are using, in your device manager click gat&m, then
your hardware tab, then device manager... open yous py clicking on the ports + sign, if you havauy cable
driver installed correctly you will see your cabdeyrs is COM5
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The Device Manager lists all the hardware devices installed
on wour computer. Use the Device Manager to change the
properties of any device.
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Hardware profiles provide a way for you to set up and store
different hardware configurations.
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If you want to change this port number double cickthe device, click on port settings, Click oa #tdvanced
button, then the drop down box and select an unGad port (you should restart your PC after this)
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Next select under your options Set PG/PC Interface

Now set your path to PC Adapter MPI, then clicktloa properties tab and select your COM port, yoamgmission
rate should be set to 19,2

Now click on the Accessible nodes button and yawukhsee MPI listing below

EEX

o 061 £ 5FC0 £ 5FC1 o 5FC2 0 5FC3 0 SFC4
o SFC21 o SFC2 o 5FC28 o 5FC29 £SFC0 o SFC3
0 503 5FCH 43 5FC36 o SFC7 .5FC38 0 5FC39
= SFCH o 5F082 43 5F083 @ SR 5046 o 5FCA7
3 SFCS0 43-5FCs1 3 5FCR2 3 SFCS5 43 5FC56 3 SFCS7
o 5FC53 4 5FCB4

Hope this helps
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