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USB Installation 
 

First install the CD (is a mini CD inside the cardboard 3”) 
 
Open the CD and click on the USB-Serial folder 
 

 
  
Next open the PC Driver 
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Double click the setup exe icon and follow the on screen instructions for the install 
 

 
 
 
 
 
At this time insert your USB adapter, Windows should detect it and install it, then you are 
ready to use it, YOU MAY NEED TO CHANGE YOUR ADDRESS, the next several 
pages will help you do that. 
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COM Port Address setting change 
 
In the USB-Serial folder there should be a program SetCOM.exe, if not it can be 
downloaded from the website www.plctrainer.net/automationlinks  some CD’s don’t 
have this and we have no control over this…sorry 
 
Double click on the icon if your does if not download the file and continue 

 
 
 
It will look like nothing happened…. But now you should see this icon in your tool bar 
tray 
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Double click it and a pop up screen will come up, notice that our USB port is on port 9, 
Some PLC programs will not allow you to use anything higher then COM4  

 
 
Click on the Prolific USB and the COM2, whatever COM’s are open will be dark and 
you can choose any of them, but I would choose the lower one, you may have to stop 
something if they are all being used. 
 
Then click Set, you will have to reboot your PC 
 
The next several pages are for setting up and AD PLC using your USB adapter 
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COM Port settings for Automation Direct PLC’s 
Under DSLanuch right click on COMM Link and add link 
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Now select the Com port that you choose, I used COM2 

 
 
I always just use not sure…. Then click next 
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Now select DirectNET and click next 
 

 
 
Name your connection 
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Now you should be able to see that it is an active PLC, if you have power on and you are 
connected 
 

 
 
Hope this helps 
 
Mark  
www.plctrainer.net 
 


